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VESTE19A

ALUMINISED PARA-ARAMID JACKET
Ref. WVESTE19A

Product specifications

Heat and projection resistant jacket. Straight bottom of sleeve. Snap and adhesive band closure. Available on
demand.

Pre-oxyded PAN/Para-Aramide REFLESPACE® aluminization 515 g/m?2.
Lining with 100% cotton PROBAN® 310 g/m>.

COLOUR
Aluminium-coloured

SIZE
M, L, XL, XXL, 3XL

Product Use - Risks
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Certifications and Standards
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PPE DIRECTIVE EC 89/686

EN340:2003 General requirements for protective clothing.

EN ISO 11612:2008 Protective clothing - clothing to protect against heat and flame.

AT1: Limited flame spread (from A1 to A2, X=not tested)

B1: Convective heat (from B1 to B3, X=not tested)

C3: Radiant heat (from C1 to C4, X=not tested )

D3: Projection of molten aluminium (marking D1 to D3, X= not tested)
E3: Projection of molten cast iron (from E1 to E3, X=not tested)

F1: Contact heat (from F1 to F3, X=not tested)
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References Bar code COLOUR SIZE @ i

WVESTE19ATM 3295249143046 Aluminium- v 1
coloured

WVESTE19AGT 3295249143039 Aluminium- L :
coloured

WVESTE19AXG 3295249143053 Aluminium- XL :
coloured

WVESTE19AXX 3295249143060 Aluminium- XXL 1
coloured

WVESTE19A3X 3295249188030 Aluminium- 3XL 1
coloured
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