TECHNICAL SPECIFICATIONS & STANDARDS

B
5.4 ASTM F441/F441M SCHEDULE 40 & 80
ASIMETANDARD : Chlorinated UPVC pressure pipesfor Hot water application
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-442M SCH 40 & 80

SCHEDULE 40 SCHEDULE B0
MNominal | Outside Diameter : -
'Size {mm) Wall Thickness (mm) | Pressure Rating { psi ) Wall Thickness (mm) Pressure Raling (psi )
Lz M| MAX MIN MAY 23°c 82'c MIN MAX 23 az'c
w2 | 2120 | 2140 | 277 328 | 600 150 | 3.73 4.24 850 210
34 I 26.60 I 26.80 . 287 I 3.38 480 . 120 3.91 I 4.42 650 170
1 3327 3353 3.8 389 450 110 4.55 5.08 830 155
1.4 | 4207 | 4233 | 356 @ 406 @ 370 80 | 485 @ 54 520 | 130
ton | 4815 | 4845 | 368 | ato | 3% a0 | 808 | sy 4 | 115
2 _ 60.15 L 60.45 ! 3.1 | 4.42 | 280 | 70 . 5.54 | 6.20 | 400 | 100
2-w2 | T2B4 | 7318 | 816 | 577 | 300 | 75 | 701 | 785 420 | 105 |
3 : 28.70 . 89.10 | 549 _ 6.15 | 280 | 65 . 7.62 _ B.53 | arn | a0
| 11453 | 602 673 | 20 | 55 | 856 | 958 @ 320 | 80 '
168.58 7.1 a7 | 180 ! 45 | 10.87 | 12.29 280 70
‘ 219.48 8.18 8.17 160 | 40 | 12.70 14.22 250 60

e 5,88 6 meters
K “Schedule 40 - Light Grey or Whlle
Schedule 80 - Light Grey

o il

tured as CPVC-4120 .




