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TECHNICAL SPECIFICATIONS (COOL ONLY)

TAURUS ULTRA COOL
R410A HIGH WALL SPLIT UNITS 
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Indoor Unit YE6HT18FC7AA41 YE6HT24FC7AA41 YE6HT28FC7AA41 YE6HC30FC7AA41

Outdoor Unit YE6SD18OFCAA41 YE6SD24OFCAA41 YE6SD28OFCAA41 YE6SD30SFCAA41

Btu/h 17,100 22,600 24,600 29,100

W 1640 2150 2500 2970

Amps 7.4 9.6 11.2 13.3

Btu/hr/W 10.427 10.512 9.840 9.798

Btu/h 14,540 19,210 20,410 24,159

W 1938 2560 2915 3450

Amps 8.7 11.5 13.1 15.5

Btu/hr/W 7.503 7.504 7.002 7.003

V/Ph/Hz

m3/h 780 1,100 1,300 1,350

W 40 70 90 110

A 0.18 0.32 0.41 0.50

dBA 42/39/36 50/45/42 52/48/45 56/54/52

Auto Reset Thermal Overload

R-410A

Cross flow blower

230/1/50

Running Current

Fan Type

Air flow Rate

Refrigerant Type

Power Supply 

Fa
n Input Power

Running Current

Fan Motor Protection

YORK Model

EER

(1) Cooling @ (T1)

Capacities

Power Input

Sound  Pressure (H/M/L)

Capacities

(2) Cooling @ (T3)
Power Input

Running Current

EER

mm 7.0 7.0 7.0 7.0

Inner Groove Copper Tube Material
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oil Diameter
Tube

2 2 2 3

 Height 280 313 340 360

 Width 900 1,033 1,186 1,450

 Depth 202 202 260 215

kg 11 14 18 24

mm 15.9 15.9 15.9 15.9

V/Ph/Hz

Type

1 1 1 1

Scroll

1 1 1 1

RPM 900 900 825 825

Type

2 2 2 2

Height 650 650 700 1050

Width 870 870 925 925

Depth 320 320 395 395

kg 62 63 74 103

Suction 1/2 5/8 5/8 5/8

Liquid 1/4 1/4 3/8 3/8

Air Discharge

Quantity

Plastic

Vibration Isolator

Quantity

Fan / Type Drive

Fan Speed
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Pip
ing

Aluminum

Propeller/Direct Drive

Pipe Size inch
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il

Construction

 Material
Tube
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 Fin
Material

No. Of Rows

Ind
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Aluminum

Plastic

Wireless Remote Control

mmDimensions

System Operation Control

Condensate Drainage (O.D.)

Air Filter

Weight

Power Supply 230/1/50

Compressor Type

Type

Side

Rotary

Rubber mount

Auto Reset Thermal Overload

Fin tube construction

Inner groove copper tube

Flared

Fin

Dimensions mm

Protection Device

Blade Material
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(1) Cooling @ (T1) is based on the following operation conditions:
- 95°F (35°C) outdoor ambient temperature.
- 80.6°F DB / 66.2°F WB (27°C DB / 19°C WB) indoor air temperature.

    - High speed blower fan. 
(2) Cooling @ (T3) is based on the following operation conditions:
- 115°F (46.1°C) outdoor ambient temperature.
- 84.2°F DB / 66.2°F WB (29°C DB / 19°C WB) indoor air temperature.

    - High speed blower fan. 
    Noise test data is @ 1 meter distance, as per factory test standard.
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