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SPECIFICATIONS

R4 matic-N12C3 R4 matic-N18C3 R4 matic-N24C3 R4 matic-N30C3

Model No.
Compressor
Performance
Capacity Class
Capacity (T1)

Capacity (T3)

Room Air Circulation SH/H/M/L

EER (T3)

Power

Power factor

Power Supply

Power Consumption (T3)

Running Current (T3)

Others
ESMA Star Rating

Moisture Removal

Indoor Unit Dimension

BTU/h
BTU/h
BTU/h
CFM

Btu/W

%

V/@/Hz

Litres/h

WxHxD (mm)

Kg
WxHxD (mm)
Outdoor Unit Dimension
Kg
* The specs above are in conformity as per: UAE Standard 5010 : 2014

12

Rotary

12,000
11,600
10,000

Rotary

18,000
18,000
15,199

Rotary

24,000
22,000
18,500

Rotary

30,000
27,300
23,100

383/341/312/272 500/459/383/324 736/706/588/500 736/647/559/471

855

98.06
220-240/1/50

1172
4.94

4
1.4
845x289%x209
10.5
842x596x320
36

8.50

99
220-240/1/50

1788

7.75

4
1.8
970x300x224
13.5
955x700%396
56.5

8.30

96.35
220-240/1/50

2229
9.8

4
2.0
1078%x325%246
16.5
955%x700%x396
575

8.49

98.45
220-240/1/50

2720
12.04

4
2.7
1078%x325%246
16
1000%x790x%x427
72

** T1 Indoor Temperature: 27°C DB/19°C WB | Outdoor Temperature: 35°C DB/24°C WB

** T3 Indoor Temperature: 29°C DB/19°C WB | Qutdoor Temperature 46°C DB/24°C WB



