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SPLIT CLAMP WITH EPDM LINING

CONSTRUCTION FEATURES:
¢ Made with Mild steel (Cold Rolled & Hot Rolled steel)

e EPDM Lining rubber for sound reduction. Heat Resistance more then 120° Centigrade
¢ Finish: Electro galvanized / Hot dip galvanized / Stainless steel / Copper plated / Epoxy coated

e SS 304/ SS 316 can be manufacture on request

TECHNICAL SPECIFICATION:
¢ Electro galvanized as per ASTM B 633 Standards

¢ It has a vertical adjustment of 5/8” inches to 12” inches by means of a suspended steel rod
threaded and two nuts

APPLICATIONS:

For use in supporting horizontal piping away from the wall or floor.

Permits installation before or after pipe is in place.

Provides economical installation.

Permits use of universally adaptable parts.
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SPECIFICATION TABLE:

Size Range Dimensions Break  g.fe Load
Inches D (mm) (mm) Izza? (Kg)
B C -

3/8” 15 15-19 60 20 26 36 450 150
1/2" 22 20-25 65 20 29 43 450 150
3/4” 28 26-30 70 20 32 50 450 150
1” 35 32-36 85 20 36 56 450 150
1.1/4” 42 38-43 92 20 39 63 450 150
1.1/2° 48 47-51 98 20 42 72 450 150
- 54 53-58 104 20 45 75 450 150
2 60 60-64 110 20 48 81 450 150

- 63 63-66 115 20 51 88 450 150

- 70 68-72 120 20 53 91 450 150
2.1/2" 75 74-80 125 | 20 56 9 600 200
- 83 81-86 139 20 60 108 600 200
3 90 87-92 146 20 63 111 600 200
3.1/2” 100 99-105 156 20 68 121 600 200
- 110 107-112 166 20 73 131 600 200
4 115 113-118 171 20 76 136 600 200

- 125 125-130 181 20 81 146 600 200

- 133 131-137 184 20 85 154 600 200

5” 140 138-142 196 20 88 161 600 200

- 150 148-153 206 20 93 171 600 200

- 160 159-166 216 25 98 181 600 200
6 168 168-172 224 25 102 | 189 600 200

- 200 200-212 256 | 25 118 | 221 900 300

8 220 215-220 276 | 25 128 | 241 900 300

- 250 248-252 306 25 143 271 900 300
10” 275 269-274 306 25 143 271 900 300

- 315 313-318 371 25 176 | 336 900 300

PRODUCT TECHNICAL DESCRIPTION:

¢ Made with Mild steel (Cold Rolled & Hot Rolled steel) or Stainless steel (SS 304/SS 316)
¢ Horizontal, vertical and suspended installations. Steel, copper and PVC pipes

e Welded Nut M8/M10 with option of M10/M12

e Connection thread with M8/M10 dual-tapped boss

e Safe and Break Loads as per Chart

e Side Screw: 6 x 20 — Phillip head with vicer

¢ M6 Side Nuts can be provided on request

e High rigidity due to reinforcing rib

¢ The two locking screws allow adjustment to accommodate a greater variation in pipe diameter
e Fastener screws with captive washer

e With highly elastic vibration control lining

e Vibration control tested

¢ Electro galvanized as per ASTM B 633 Standards

e EPDM Lining rubber for sound reduction. Heat Resistance more then 120° Centigrade




