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Pressure Reducing Valve(Threaded)

Design and Test

Outlet Pressure: 0.1~0.5MPa

Threaded to ISO 7 or ISO228

Temperature:0~70 °C

Testing Standard: API 598

Working Pressure: PN20

Size: DN15-DN100

Fluid Medium: Water/Gas

Material Specifications

Part Name Material Specification

Body Bronze(Gunmetal) 1982 CC491K

Bonnet Bronze(Gunmetal) 1982 CC491K

Disc Brass 12165 CW617N

Core Brass 12165 CW617N

Core Seat Brass 12165 CW617N

Diaphragm EPDM+Fiber

Spring 65Mn

Gauge As per required
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Dimensions &Weight

DN
MM 15 20 25 32 40 50 65 80 100

INCH 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

L 89 92 98 126 126 168 174 225 230

L1 41.5 43 46 55.5 55.5 72 75.5 98.5 104.5

H 121 121 121 192 192 272 272 385 385

H1 46 46 46 62 62 85 85 113 113

W 1.054 1.090 1.135 2.400 2.570 5.895 6.490 15.350 16.610

Features and Benefits

� WRAS approved for portable water

� Quick reaction

� Long service life


